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4, TWO 1.5 METER (5")

AMPAC
CONNECTOR

15em (6"

MH. FLOOR GROUND
ROD

LAG SHEILD

Je————LAG SCREW

WALL OF MANHOLE

AT (2 FOOT) INTERVALS,

THE TWO KNOCKOUTS IN THE FLOOR
UNDER THE MANHOLE,

DRIVING STUD PER KNOCKOUT,

KEEP 4/0 CU IN ONE PIECE AROUND INNER WALL;
4/0 1S SUPPORTED ALONG INNER WALL OF M. H.,

REFER TO ENGINEERING.
GROUND RODS AND ONE COUPLING SHOULD BE INSTALLED WITH A
{2 LOCATIONS)

MEASURE GROUND RESISTANCE AS SOON AS INSTALLED.
SHALL BE INSTALLED 12 ABOVE CONDUIT IN TRENCH MANHOLE TO MANHOLE.

CODE

TIE TOGETHER WITH
15cm (6')

COPPER STRAP AND LEAD ANCHOR SHALL BE INSTALL AT 60cm ( TWO FOOT)

SHOULD BE USED. IF SOLID ROCK

COUNTEPOISE SHALL BE

COUNTERPOISE,

ASSEMBLY CODES
0TY DESCRIPTION
UGMH 1 GROUNDING

ABOVE M. H.

ONE AMPAC,
FLOOR,

INTERVALS.

1S ENCOUNTED
REQUIRED.

IF REQUIRED,

NOTES:
1. CONCRETE 4500 PSI AT

28 DAYS

2. EACH ADJUSTING RING SHALL COME WITH 14 FEET
OF 1 INCH DIAMETER JOINT SEALANT TAPE,
3. WEIGHT 915LBS TO 315LBS

AN

INSTALL TWO RINGS,
FRAME AND COVER

PER MANHOLE T

5.

4994
PE

38—

T

127, 6" OR 2
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2" (5imm) LETTERS:
(RECESSED FLUSH)

3% DIA

NAPERVILLE PUBLIC
UTILITIES DEPARTMENT

MANHOLE

DATE: 10-30-92

33
[86mm]

CONTRACT 83664

(4 OPEN
PICKHOLES

1810 A2VH
MO/DAY/YR

BOTTOM OF
COVER

1%
[35mm)

EAST JORDAN
IRON WORKS, INC.
P.0, BOX 4
EAST JORDAN, MI. 49727
1-800-874-4100
FAX 231-536-4458

EST. WT.
NAPERVILLE PUBLIC GROUNDING DATE: 03-05-00 ELECTRIC STANDARDS ADJUSTING RING M30-1190 s o 158 3000
B~ UTILITIES DEPARTMENT ROUN DETAIL COVER SECTION
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CONCRETE ENCASED e
1 T0 3 LIMITS OF EXCAVATION ~——am! oo DUCT SECTION i)
OVERDIG AROUND ENTIRE
STRUCTURE (INCIDENTAL TO \5 FRAME SECTION
SECTION A-A CONTRACTOR SHALL SECTION B-B MANHOLE INSTALLATION) CLSM BACKFILL
USE THESE DUCTS (INCIDENTAL TO MANHOLE)
FOR B-WAY OR L _‘ ;’,)
-wAY. P— NAPERVILLE PUBLIC E
» LECTRIC MANHOLE
UTILITIES DEPARTMENT
FRAMES & LIDS
6 AGGREGATE BASE CA-7 ELECTRIC STANDARDS
mEM |QrY DESCRIPTION TTEM Q1Y DESCRIPTION (INCIDENTAL TO MANHOLE)
30.000 LBS. TOTAL MANHOLE WEIGHT 1500 4| PULL-IN IRON. STAINLESS STEEL. ONE OPPOSITE EACH DUCT
) 15,800 LBS. TOP SECTION WEIGHT ey IF_OPENING EXTENDS THROUGH THE WALL, 1T MUST BE NOTE:
. RESEALED AND WATERTICHT.
14,200 LBS, BASE SECTION WEIGHT
e 1) CLSM 70 BE PLACED 360 DEGREES AROCUND MANHOLES TO GRADE
@ 2 | 12 CONCRETE ADJUSTING RING, SEE M30-1190 FOR DIMENSIONS @ 1 SUMP DEPRESSION. 2} SEE MANHOLE DETAIL DRAWINGS FOR DIMENSIONS AND WEIGHT.
®@ 1 | OPENING PER DIMENSIONS SHOWN 4 GROUND ROD KNOCKOUT. 1" DIA, X $-1/2" DEEP, 1/2" THICK 3) CONTRACTOR TO ESTABLISH LEVEL AND GRADE FOR MANHOLE.
® TSI T TR S T e IO CUL IR TION 4) MANHOLES DELIVERED TO SITE BY MANUFACTURER. Nf&gISIONS CITY OF NAPERVILLE
@ | 8 | G nbw Crkot S JOINT SEALANT TAPE, 1 DIAJINCLUDES 28" FOR 2 ADJ. RINGS.) CONTRACTOR TO UNLOAD, STORE AND INSTALL.
[ .
@ 54 TERMINATORS, BELLED END TOWARD INSIDE TO ACCEPT 6" NOM. 3 CABLE RACK INSERTS, STAINLESS STEEL, 3” DEEP, WITH 172 5) CONTRACTOR SHALL SUPPORT, REROUTE UTILITIES AS REQUIRED.
SCHEDULE 40 (PVC DUCT) 2 X 3" STAINLESS STEEL HEX CAP SCREW AND WASHER. RIDG
NAPERVILLE PUBLIC DATE: 10-30-92 MAIN STREET B E
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